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PVC END CAP

STAINLESS STEEL SHAFT
COVERED IN SHRINK SLEEVE

BLACK TPE MOULDED
BASE ENCAPSULATING
STRAIN RELIEF SPRING

NOTES:

SAMPLES MUST BE APPROVED BY PANORAMA 1.
ANTENNAS Q.C. BEFORE COMMENCING 
PRODUCTION.

ALL PARTS MUST BE RoHS COMPLIANT AND 2.
MUST NOT CONTAIN ANY SUBSTANCES OF 
VERY HIGH CONCERN (SVHCs) LISTED UNDER 
REACH OR POLY-AROMATIC HYDROCARBONS 
(PAHs), OR PERSISTENT ORGANIC POLLUTANTS 
(POPs) CONTROLLED BY THE STOCKHOLM 
CONVENTION.
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PCN REV. DESCRIPTION OF CHANGE DATE DRAWN

REVISIONS

01019 5 UNCUT LENGTH UPDATED. 23/02/2015 IC

01019 4 AFBQ-H4B AND H6B ADDED TO 
TABLE. NOTES UPDATED. 12/06/2014 ATB

01019 3
INTERNAL PART UPDATE. CUT 

LENGTHS CORRECTED DUE TO 
CHANGE

08/11/2013 ATB

PART No
FREQUENCY 

RANGE IN 
MHz

LENGTH 'L' IN 
mm

AFBQ UNCUT 530

AFBQ-H4 141 - 151 484

AFBQ-H5 149 - 159 452

AFBQ-H6 156 - 162 434

AFBQ-H7 162 - 174 414

AFBQ-H4A 138 - 155 484

AFBQ-H4B 136 - 152 492

AFBQ-H6A 155 - 174 429

AFBQ-H6B 152 - 174 432

AFBQ-224 224 297

AFBQ-157 150-164 445
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