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M4 x 6LG. PAN HD. POZI -
DRIVE STAINLESS STEEL 
SCREW IN 2 POSITIONS.

M4 INTERNAL TEETH 
SHAKEPROOF WASHER IN 
2 POSITIONS.
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TOP VIEW OF ANTENNA ASSEMBLY 
SHOWING MAX. ANGULAR POSITION 

OF 45  (IN BOTH DIRECTIONS). 
SCALE 1:3

ISO VIEW
SCALE 1:3

NOTES:

ANTENNA MOUNTING BRACKETS 1.
ASSEMBLY SUPPLIED LOOSE AND CAN 
BE FASTENED TO DIE CAST BOX BY 
CUSTOMER USING 2 x M4 SCREWS & 
SHAKEPROOF WASHERS ATTACHED 
TO DIE CAST BOX.

SAMPLES MUST BE APPROVED BY 2.
PANORAMA ANTENNAS Q.C. BEFORE 
COMMENCING PRODUCTION.

ALL PARTS MUST BE RoHS COMPLIANT 3.
AND MUST NOT CONTAIN ANY 
SUBSTANCES OF VERY HIGH 
CONCERN (SVHCs) LISTED UNDER 
REACH OR POLY-AROMATIC 
HYDROCARBONS (PAHs), OR 
PERSISTENT ORGANIC POLLUTANTS 
(POPs) CONTROLLED BY  THE 
STOCKHOLM CONVENTION.
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PRODUCT/ASSEMBLY

WEIGHT SHEET 1 OF 1145.20 g

2.4GHz AND 5.8GHz CLIENT PATCH ANTENNA 9dBi
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