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RG174 COAX CABLE
3m LONG

PLASTIC COVERS
MOULDED IN BLACK ASA.

FAKRA D SOCKET
(BORDEAUX VIOLET)

1.2 THICK - BLACK
HIGH PERFORMANCE
ADHESIVE PAD

 5
.7

 

FREQUENCY RANGE.

698 - 960 MHz
1710 - 2170 MHz
2396 - 2700 MHz

NOTES:

SAMPLES TO BE APPROVED BY1.
 PANORAMA ANTENNAS Q.C. BEFORE
 COMMENCING PRODUCTION.

ALL PARTS MUST BE RoHS COMPLIANT AND MUST 2.
NOT CONTAIN ANY SUBSTANCES OF VERY HIGH 
CONCERN (SVHCs) LISTED UNDER REACH OR 
POLY-AROMATIC HYDROCARBONS (PAHs), OR 
PERSISTENT ORGANIC POLLUTANTS (POPs) 
CONTROLLED BY  THE STOCKHOLM CONVENTION.
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CONSUMER WIRELESS 
PRODUCTS

CELLULAR 2G/3G/4G/GPS STRIP 
ANTENNA 3m CABLE, FAKRA D 
(BORDEAUX VIOLET)  SOCKET, 

ADHESIVE PAD
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THIS DOCUMENT MUST NOT BE COPIED
OR DISCLOSED TO A THIRD PARTY

WITHOUT THE WRITTEN CONSENT OF
PANORAMA ANTENNAS LTD.

WEIGHT
57.4 g
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